




























horizontal  scattering  plane  at  the  European  Spallation  Source.  A  horizontal  geometry  is 
chosen  for  compatibility with  performing  neutron  scattering  experiments  under  extreme 
conditions.  The  instrument  concept  is  called  the  Continuous  Angular  Multiple  Energy 
Analysis Spectrometer, CAMEA.  In  this  report we will outline  the  science case  for CAMEA, 
highlighting the science that could be performed on CAMEA, the demand for an instrument 
of  this  type, aswell as  identifying  the  current and  future  technology  in neutron  scattering 
that can be utilized. 
The  basic  concept  of  CAMEA  is  to  maximize  neutron  count  rates  for  scattering  in  the 
horizontal plane, with a quasi‐continuous angular coverage of the scattered neutrons. High 
neutron detection efficiency will be obtained by using banks of concentric analysers placed 
behind  each  other,  analysing  different  neutron  energies  of  the  scattered  neutrons. 
Optimization of  a horizontal  scattering  geometry has been  chosen  to be  compatible with 
extreme  sample  environments  and  the  ability  to  perform  inelastic  neutrons  scattering 
studies.  We  will  highlight  how  this  provides  a  generation  of  advancement  in  inelastic 















































































































































































































































































































structure  to  introduce  internal  pressure  necessarily  alters  the  material  being  studied, 
opening  up  the  question  of  whether  effects  are  intrinsic  to  the  underlying  physics  or 
extrinsic effects due to impurities in the material.  Contrary to this, when an electronic phase 
diagram  is  studied by application of an external  force,  the sample quality  is constant, and 
only intrinsic properties of the material vary. Examples of external forces that can be applied 
are high magnetic fields and high pressures. Furthermore the application of an external force 
can  enable  experimenters  to  tune  systems  into  phases  that  cannot  be  found  by  sample 
growth,  this  allows  experimenters  to  probe  the  emergent  phenomena  of  new  phases  of 
matter.  Using  an  applied  external  force  therefore  represents  the  cleanest  way  to  study 
material phase diagrams, which in turn facilitates the realization of novel material states and 
investigating emergent phenomena.  












The  so‐called  triple‐axis‐spectrometer  (TAS),  the  invention  of  which  gave  Bertram 
Brookhouse  the  1994  Nobel  Prize,  continues  to  be  a  primary  workhorse  of  neutron 
spectroscopy. Its force is flexibility in measuring a selected point in (q,) with high intensity. 





mapping  large volumes of  (q,)  space, but  require  short  incoming pulses which provide a 
low intensity of neutrons onto the sample. They therefore require large samples (up to 100g 
co‐aligned single crystals) and hours to days of counting per setting, which is not suitable for 
parametric  studies as  function of  temperature, magnetic  field, pressure etc. They become 
particularly disadvantageous  in combination with  large split‐coil magnets or  large pressure 
cells  (anvil  type),  which  only  offer  a  narrow  horizontal  plane  of  scattering,  hence  only 
illuminating a fraction of the detector bank. 
An  alternative  approach  to  direct  geometry  ToF  spectrometers  is  indirect  geometry  ToF 
spectrometers. Indirect ToF use crystals analysers to determine the final energy of neutron 





monochromating  chopper,  an  indirect  ToF  can  use  a  broad  bandwidth  polychromatic 
neutron  incident  beam  to  have  a  very  large  flux  advantage  over  direct  ToF. A  direct  ToF 
makes up for the  low  incident flux by detecting as  large a possible solid angle of scattered 
neutrons of all  final neutron energies, whereas   present  indirect  instruments   detect only 
one finally energy of neutrons for neutrons scattering near the horizontal plane.    
At the  ISIS facility the  indirect ToF  instrument PRISMA was the first spectrometer at  ISIS to 
study  the wavevector  dependence  of  excitations  in  single  crystals.  The  PRISMA  concept 
underwent  different  development  processes,  identifying  the  difficulties  of  this  type  of 
instrument  and  the  developments  required  to  advance  indirect  ToF  instrumentation.  ISIS 
currently has  two  indirect  ToF  spectrometers  in user operation working  in backscattering 
geometry to achieve very high energy resolution, the ultra‐high resolution Iris, and the high 
resolution Osiris  instruments.   Osiris  has  proven  to  be  a  very  powerful  spectrometer  for 
studying magnetic excitations in single crystals[2]. 





and  commissioning  of  the  RITA‐2  spectrometer  at  PSI.  A multi‐analyser  system works  by 
recording  neutron  scattering  simultaneously  at  a  different wavevector  for  each  analyser, 
unlike  the  point  by  point measurement  of  excitations  by  a  traditional  TAS.  Several  other 
multi‐analyser  TAS  instruments  covering  an  even  larger  number  of  angles  with  more 
analyser channels have been developed, and are  in  regular user operation[4‐6].   The new 
multi‐analyser TAS instruments measure typically 30 channels, but with each channel having 
less  intensity  than  standard  double  focusing  TAS  analyser,  with  the  analyser  channels  
typically    covering  only  30‐40°  of  scattering  angle.  This  can  be  achieved  by  having  30 
analysers arranged  in a fan around the sample position, scattering the neutrons either  in a 
horizontal sense  like  the MAD concept at  the  ILL, or scattering neutrons vertically  like  the 
Flatcone concept at the ILL. Scattering neutrons vertically has the advantage of being able to 







scattered  into  a  certain  solid  angle  element  and with  a  certain  final  energy.  The  sample 
however  scatters neutrons  in many different directions  and energies. Hence,  tremendous 
gains in data collection rates can be achieved by collecting scattered neutrons over a larger 
solid angle and with differing energies.   Direct geometry  time‐of‐flight  instruments detect 
neutrons  scattered  from  sample  over  as wide  a  possible  solid  angle  to  increase  neutron 




























































































































































































































































































coverage,  so  although  PRSIMA‐III  had  a  good  background,  the  large  number  of  steps 
required to create a scan made this version of PRISMA inefficient. PRISMA‐III is similar to the 
MACS  multiplexed  TAS  concept  developed  and  in  user  operation  at  NIST[4].  A  new 
generation PRISMA‐IV was envisaged to increase counting efficiency, in which a single set of 
analysers  scatter  the  neutrons  vertically  into  detectors.  This  geometry  allows  for  heavy 
neutron  shielding  to  be  placed  in  between  the  sample  position  and  detectors,  without 
restricting the analyser coverage. The PRISMA‐IV geometry has been realized and  is  in user 
operation  in  the  Flatcone multiplexed TAS option  at  the  ILL. CAMEA  takes  the PRISMA‐IV 








PRISMA were  limited, but advances  in  computing power have  removed  this problem. The 
success PRISMA experiments,  like  that of TAS experiments,  relies on  choosing  the  correct 
instrument resolution setup, whereas the CAMEA concept allows for excitations at the same 
energy  to  be  simultaneously measured  by  different  analyser  arrays with  differing  energy 
resolution.   CAMEA will  also  take  into  account  the experience of  instrument  responsibles 
working with the Flatcone option at the ILL, that have shown the importance of using radial 




















Guide System  Feeder  into  virtual  source,  followed  by 





















1) Using  a medium  bandwidth white  neutron  beam  increases  flux  by more  than  an 
order  of magnitude  over  the maximum  triple  axis  spectrometer  flux  at  high  flux 
reactors.    Optimized  use  of  ESS  long  pulse  will  give  a  gain  factor  of  over  200 
compared to the flux of indirect geometry spectrometer Osiris at the ISIS facility[10]. 
And  a  flux  advantage  of more  than  10000  over  the  direct  time  of  flight  chopper 
spectrometer IN5[11].  
2) Increased  efficiency  in  beam  delivery  using  focusing  neutron  guides  over  using  a 
crystal monochromator. 
3) A  fourfold or greater  increased angular coverage of scattered neutrons  for a single 



















will  be measuring  the  excitations  at  the  lowest  energy  transfers with  the  lowest  energy 
resolution, the opposite to desirable situation. The converse is true for the analyser looking 
at  neutrons  with  the  lowest  final  neutron  energy  transfer,  again  opposite  to  the  most 
desirable  setup.  In  the  general  case  not  every  analyser  will  provide  equally  important 
information.  If, however,  the experiment needs  to determine accurately  the dispersion at 
the  zone  boundary,  for  determining  the  strengths  of  weaker  yet  vitally  important 
interactions,  the  scattering  by  different  analysers  of  CAMEA  matches  the  experimental 
needs. 
The correct choice of energy resolution for an inelastic neutron scattering experiment can be 
vital  for  the  success  of  an  experiment.  Estimates  of  the  required  resolution  for  an 
experiment  can be wrong.  If  an experiment was being performed on  a  TAS with  too  low 
energy resolution,  the measurements would have  to be started  from the beginning with a 
higher energy resolution. For CAMEA the instrument will be setup to perform an experiment 
with a  specific energy  resolution using a  specific analyser, but  the neighbouring analysers 



















































































































































































Hence,  an  option  for  polarization  analysis  on  CAMEA  must  be  considered.  The  D7 
spectrometer at  ILL  is a working example of how polarization analysis  can be  successfully 
performed over  a wide  scattering  angle  in  the horizontal  scattering plane[13]. At present 









Incident  polarization:  Heusler  crystals  can  only  provide monochromatic  neutron  beams, 
which is not compatible with the CAMEA concept. Both He‐3 spin cells and polarizing mirrors 
can be used  to polarize  the  incident neutron beam over a bandwidth, and be an  installed 




can however be used  to polarize  thermal neutrons, whereas  supermirrors performance  is 
poor for thermal neutrons.  
Due  to  the  time  stability  of  a  supermirror  polarizer,  we  choose  this  option  to  produce 
polarized neutrons for CAMEA. 
Polarization  analysis:  All  three  options  for  polarization  analysis  of  the  outgoing  neutron 
beam can be used. Heusler analyzers are a proven technique but the reflectivity of heusler is 
significantly  lower  than  Pyrolytic  graphite  or  Si,  and  the  required magnetic  yoke  would 
prohibit the possibility of using analyzers placed behind each other. A magnetic yoke greatly 
reduces the transmission of neutrons, and the yoke requires a large volume of space, so it is 
not  possible  to  place  Heusler  analyzers with magnetic  yokes  behind  each  other.  A wide 
angled He‐3 spin cell could be used  to analyse  the scattered neutrons,  the  ISIS  facility,  ILL 
and  Juelich  have  all  been  developing  this  concept which  is  commonly  known  as  PASTIS. 
There  are  at  least  two  large  problems  for  using  a  PASTIS  option  on  CAMEA.  The  sample 
space diameter of PASTIS options is typically ~6 cm, and this would need to be dramatically 
enlarged  to  be  compatible  with  extreme  sample  environments,  e.g.  a  60  cm  diameter 
cryomagnet,  with  the  cost  of  He‐3  cell  approximately  increasing  with  the  cube  of  their 
diameter. Secondly  the He‐3 cell depolarizes  in  the presence of magnetic  fields,  therefore 















The  biggest  break‐through  in  inelastic  neutron  scattering  of  the  last  decade  has  been 
brought about by spectrometer innovations that enable full mapping of the reciprocal space, 
in wavevector and energy. After  the  success of using position  sensitive detectors bank on 
HET,  the MAPS  spectrometer  at  ISIS  was  conceived  as  a  direct  geometry  time  of  flight 
instrument utilizing 100% position sensitive detectors. MAPS lead directly to break throughs 
such  as  the  observation  of  the  universal  hourglass  excitation  spectrum  of  cuprate 
superconductors[14],  and  to  the  planning  of  many  new  direct  geometry  time  of  flight 
spectrometers  around  the  world.  In  comparison  to  this,  the  traditional  work  horse  of 
inelastic  neutron  scattering  the  triple  Axis  Spectrometer  (TAS,)  has  been  advanced  by 
multiplexing options such as Flatcone. Multiplexed TAS allows  for  fast mapping of a single 
scattering plane one energy at a time.  
CAMEA provides  a method  for measuring  the excitations of  a  single  scattering plane  in  a 
manner  similar  to  Flatcone;  by  performing  a  crystal  rotation  scan.  Using  Time  of  flight 
analysis means  that  CAMEA  records  the  excitations  over  a  range  of  energies  similar  to  a 
direct ToF geometry spectrometer, or to a scan of ki on a TAS. Compared to a multiplexed 
spectrometer,  CAMEA mapping  simultaneously  different  energies  equates  to  an  order  of 
magnitude gain  in measuring simultaneously excitations  for each analyser array.   Whereas 
CAMEA gains with respect to direct geometry ToF instruments by increasing the magnitude 
of the incoming flux by a factor of the order of 100‐1000. The flux advantage of CAMEA over 
a direct ToF will enable CAMEA  to map excitations  in  the horizontal scattering plan  faster, 
but at  the cost of not examining  the out of plane neutron scattering  recorded on a direct 
ToF.  But  with  extreme  sample  environments  that  restrict  coverage  to  the  horizontal 
scattering plane, only inplane excitations can be measured anyway. 
Mechanical  issues, and  the need  for neutron  shielding  for  the  secondary  spectrometer of 
CAMEA, results in blind spots in the angular coverage. A complete mapping of excitations by 






In  inelastic neutron  scattering  important  information  can be obtained by determining  the 
development of  excitations  at  specific  (q,) points  in  reciprocal  space with  respect  to  an 
external  parameter,  i.e.  an  applied  magnetic  field,  temperature  etc..  It  is  therefore 
important to measure such excitations repeatedly at different values of the external control 
parameter. In this way we study the development of features such as resonances, gaps and 
crossings  of  excitation  branches.  The  ability  of  TAS  to  focus  on  a  specific  energy  and 
wavevector have made TAS the  instrument of choice  for performing parametric studies by 
measuring point by point scans. CAMEA can perform scans for parametric studies in a more 
efficient way  than  TAS,  the  quasi‐continuous  coverage  of  CAMEA  in  the  horizontal  plane 
allows multiple wavevectors along an arc in reciprocal space to be collected simultaneously, 
measuring  the excitation over  a  limited energy  range.  In  this way CAMEA  can measure  a 






Inelastic neutron scattering studies  the dynamics of  the equilibrium states of materials,  to 
fully  understand  materials  we  need  to  determine  how  systems  that  are  pushed  out  of 
equilibrium relax back to their equilibrium state. Our present microscopic understanding of 
interactions  of  the  out  of  equilibrium  states  is  based  mainly  on  our  knowledge  of  the 
equilibrium state. An example of out of equilibrium studies that can presently be performed 
are studies using the pump probe technique. The experimental possibilities  for the uses of 
neutron  scattering  in  time  resolved  studies  have  been  identified[15],  yet  the  use  of  time 
resolved  studies  is  limited  by  current  instrument  capabilities.  The  ESS  provides  an 
opportunity  for  inelastic  neutron  scattering  to  study  out  of  equilibrium  dynamics  that 
potentially will  lead  to break  through understandings and discoveries of  the properties of 
materials.   We envisage that such experiments will be  limited by  low neutron count rates, 
concentrating on focused studies of specific (q,) excitations in reciprocal space. 
The  CAMEA  concept  provides  a  powerful measuring  tool  for  out  of  equilibrium  studies, 
because of the instrument’s good time resolution. For CAMEA the time uncertainty for when 
a neutron was in the sample is governed by the uncertainty in the flightpath of the neutron 
from  scattering  in  the  sample  to  its  detection.    The  energy  of  the  scattered  neutron  is 
determined  by  the  crystal  analysers.  Estimates  for  the  flight  path  uncertainty  have  been 
calculated to be 20 µs  for every analyser arc, with the  focusing geometry being the main 
source of uncertainty. An excitation at a specific energy can be studied at the same energy 




energy  transfer during  this  time.  In  this way  single point acquisition  scans can be used  to 
study excitations in polycrystalline and single crystals. 
CAMEA  therefore  can  provide  the  time  dependence  simultaneously  of  single  acquisition 
scans  from each  analyser  at  a different energy,  in one data  collection  setup.  The CAMEA 
secondary spectrometer can be  installed on a triple axis spectrometer at a continuous  flux 
















of both  the ordering and decay of  the  field  induced  states, and  the ability  to  resolve  the 
highest magnetic fields from shorter pulse widths.  
For a direct geometry TOF spectrometer the energy of the neutron and the time uncertainty 




take  75  scans.  These  75  scans  would  however  be  mapping  the  excitations  over  other 
energies and wavevectors, containing potentially useful data.   
Out  of  equilibrium  time  resolved  studies  require  sample  environments  a  level  of 
complication greater than the simplest neutron sample environment, to push systems out of 
equilibrium.  We  have  already  highlighted  the  advantage  CAMEA  has  in  performing 











experiments  on,  typically  1  cm3  in  size.  This  limits  inelastic  neutron  scattering  to  only 
materials that can have large samples grown, effecting: 
i) Many materials  cannot be  grown  in  large  volumes, due  to  stresses  and  strains  in  their 
structure. For example magnetic materials with high degrees of spin frustration are systems 
that are typically cannot be grown as large crystals. This limits studies of material classes and 
phenomena  to a  small number of materials  that  can be grown. The  fact  that only  certain 
materials can be grown into large samples is suggestive that these materials are non‐typical. 




the  number  of materials  available  for  experimentation  drastically  increases,  allowing  for 
identification of global behaviour over material specific properties.  
ii) When new materials are discovered, inelastic neutron scattering has to wait a significant 
time until  large  samples  can be  grown  to perform  experiments.  This  limits  the  impact of 
inelastic neutron scattering, but more importantly allows for incorrect over interpretation of 
results  from other  techniques, on  issues  that  inelastic neutron  scattering can  resolve. The 
lack of input from inelastic neutron scattering may lead to misdirection of experimental and 
theoretical studies of these materials.  
iii) Neutron  absorption by  the  sample material  results  in  an optimum  sample  size, where 
increasing  the  sample  size  to  increase  neutron  scattering  rate  is  negated  by  neutron 
absorption.    For  samples with  high  neutron  absorption,  this  size may  be  of  the  order  of 
mm’s.  Here,  the  only  improvement  in  inelastic  scattering  data  therefore  comes  from 
instrument development. 
iv)  The  crystalline  quality  of  materials  can  bring  into  question  whether  the  measured 
excitations display intrinsic or extrinsic characteristics of materials. Large 1 cm3 sized crystals 
have a mosaic quality, a variation of composition, and are normally  far  from being perfect 
crystals.    In general a small single crystal can be produced  to a higher quality  than a  large 
single crystal of the same material. The higher quality crystals allow for the studying intrinsic 
behaviour closer to the ideal physical behaviour. 
v) Extreme  sample  conditions  can be used  to manipulate  the properties of materials  into 
desirable phases, and across phase transitions. The greater extremes required, the smaller 
the  sample  volume  becomes  due  to  energy  and  mechanical  restrictions,  whereas  the 
scientific  possibilities  increase with  increasing  extremes.  To maximize  the  use  of  inelastic 
neutron  scattering  under  extreme  conditions  requires  an  instrument  optimized  for  small 
samples.   















candidates  for  different  magnetic  states.  Quick  mapping  of  the  excitation  spectrum  on 
CAMEA could be used to as a way to systematically  identify  if materials are realizations of 
model spin systems. For example the recent observation of an hourglass excitation spectrum 
in  an  iron  based  superconductor  suggests  that  new  classes  of  high  temperature 
superconductors could be searched for by identifying materials in which hourglass magnetic 







such  as  a  closed  cycle  refrigerator.  Extreme  sample  environment  however  place  lots  of 
support  material  in  the  neutron  beam,  from  which  neutrons  scatter  off  to  produce 
structured  background  detector  counts.  The  visibility  of  sample  environment  can  be 
dramatically reduced by using collimators. This is a standard practise for performing neutron 
diffraction  in  extreme  environments,  but  is  not  presently  standard  practise  when  using 
spectrometers  due  to  the  vast  number  of  experimental  configurations  used  on 
spectrometers.  Spherical  radial  collimation  required  for  a  direct  geometry  time  of  flight 
spectrometer is hard to envisage in a flexible way for an instrument that is a general purpose 
spectrometer. As  an  instrument  designed  for  extreme  environments CAMEA  can  and will 
include  radial  collimation  to  reduce  visibility  of  sample  environment.  Extreme  sample 
environments are not the only sample environments that place  large quantities of material 
in the beam, the same  is true for  in‐situ studies of materials  inside working components or 
reaction  cells.  CAMEA will  therefore  provide  a  clean way  of  performing measurement  of 













the  magnetic  interactions  of  these  materials,  but  in  many  for  many  actinide  elements 




magnetic  interactions of heavy  fermion  systems. 1) The neutron detectors have no direct 
line  of  sight  view  of  the  sample  and  significant  neutron  shielding  is  located  between  the 
sample and neutron detectors. 2) For any neutrons not absorbed by the shielding the solid 
angle of the detectors  is small enough that the number of background neutrons that reach 











studying samples, namely temperature, magnetic field and pressure.    It  is often found that 
experiments require  two extreme environments,  typically  low  temperature combined with 


















Low Temperature  Dilution insert  50 mK    1 cm3 






1.5 K  16    T 
(symmetric) 
2 cm3 
‐With dilution fridge  50 mK  16  T  1 cm3 












High Pressure  Paris‐Edinburgh cell  300 K  130 kbar  ~50  mm3 
single 
crystal 
Paris‐Edinburgh cell  3 K  50 kbar   
Paris‐Edinburgh cellΔ 2000 K   70 kbar   
 
+ Raffaele Gilardi1  Journal of Neutron Research 16, 93 (2008) 










3) High pressure  cells  that perform  as  good  as or better  than  the  currently  available 




In  the  next  sections  of  this  report  we  will  highlight  the  needs  for  these  different 
experimental extremes, and highlight the science that CAMEA can do beyond the capabilities 







An  indicator  of  the  size  of  the  present  user  community  is  the  demand  for  beamtime  on 
available  instruments.  CAMEA  will  be  an  instrument  optimized  for  extreme  sample 
environments, a cold indirect time of flight spectrometer, with an energy resolution a factor 
of  1.5‐2  better  than  a  cold  triple  axis  spectrometer.   With  this  optimization  criteria  for 
CAMEA we have obtained  information on the user demand  for  instruments  in Europe that 
study predominately magnetic excitations, that is cold triple axis spectrometers, and time of 
flight spectrometers. Direct geometry time of flight spectrometers such as IN5 at the ILL. are 
not  included as a  large proportion of  their beamtime  is used  for soft matter, experiments 





on those  instruments. This  information was obtained from  instrument responsibles of each 
instrument. In the table below we record those figures. Each type of sample environment is 
listed separately in the table even though there is a significant overlap between demands for 
















RITA‐II, TASP (PSI)  2.5  33.9  4.3  19.2  N/a   
PANDA (FRM‐II)  2.7  30  5  20  N/a   
LET (ISIS)#          Commissioning   
IN14 (ILL)  2.5  30‐40  < 5  60  20‐25   
IN12 (JCNS@ILL)  2.6  23.5  ‐  27.5  9.8  3.9 
Osiris (ISIS)**  2  40    40  Planned   








and  2.7  for  all  instruments.  This  high  demand  for  beamtime  has  resulted  in  a  large 





RITA‐II and an additional polarized cold  triple axis  spectrometer  instrument  is planned  for 








that  there  exists  a  strong  user  base  within  the  present  user  community  of  cold 
spectrometers  in  Europe.  In  the  September  2011  ESS  science  symposium  on  Strongly 
Correlated Electron Systems, neutron users  from this user community who study magnetic 




and we will explain why pressure  is  low demand for  inelastic neutron scattering. The main 
reason pressure cells are not regularly used  is that the maximum samples dimensions that 
can  be  used  with  pressure  cells  is  too  limiting  for  feasible  inelastic  neutron  scattering 
experiments with present neutron instrumentation. 
CAMEA  as  an  instrument  that  is  optimized  for  inelastic  neutron  scattering  in  extreme 
environments the output of experiments in extreme environments on CAMEA will be higher 





Recent  Publication  highlights  of  inelastic  neutron  scattering  performed  under  extreme 
conditions at neutron facilities in Europe: 
Quantum Criticality in an Ising Chain: Experimental Evidence for Emergent E 8 Symmetry. R Coldea , 
D. A.  Tennant,  E. M.   Wheeler,  E.   Wawrzynska, D.    Prabhakaran, M.  T.  F.  Telling,  K. Habicht,  P. 
Smeibidl, and K. Kiefer,  Science 327 177‐180 (2010).  








Resonant  magnetic  exciton  mode  in  the  heavy‐fermion  antiferromagnet  CeB6.  




Magnetic‐field‐induced  soft‐mode  quantum  phase  transition  in  the  high‐temperature 














Quantum  effects  in  a weakly  frustrated  S=1/2  two‐dimensional Heisenberg  antiferromagnet  in  an 






















neutron scattering  facilities such as  the  ILL and FRM‐II. The neutron beam can be  focused 
down by a focusing trumpet to gain neutron flux density at the cost of wavevector resolution 
and total neutron flux at the sample position. Providing CAMEA with an interchangeable end   







by  the  use of  copper  oxide  based high  temperature  superconducting  (cuprate) materials. 
Advancement of  the highest  available magnetic  fields would open up  research  into many 
new materials that have been already  identified at high magnetic field  laboratories around 
the world. This  research would  investigate  the complex phases  transition and phenomena 
such as magnetic plateau states  identified  in high magnetic field  laboratories that have not 
been  resolved  due  to  the  lack  of  wavevector  resolved  studies  that  inelastic  neutron 
scattering provides.  
We note that a conceptual design study  is being carried out by another ESS work package, 
with  an  estimated  25  T maximum  field  for  a  split  pair magnet  with  horizontal  neutron 








The use of electric fields  in neutron scattering  is  limited due to the size of electric fields  in 
comparison to the typical neutron scattering sized sample. As the CAMEA concentrates on 
performing neutron  scattering on  smaller  sized  samples,  studies of  samples under applied 
electric  field become  increasingly  feasible. We envisage  that  three dimensional  control of 








studies.  In  the  following  section  we  will  outline  the  need  to  increase  pressure  cell 
performance  for  the geoscience community, and how  this will be  to  the advantageous  for 





scattering,  the  high  pressure  user  community  of  x‐ray  scatterers  will  have  a  new 








Magnetic states of a material are  the  result of competition between different  interactions 
occurring  in  materials.  Materials  that  can  be  grown  do  not  necessarily  have  the  most 
desirable or intriguing magnetic interactions leading to a physically desirably state. In certain 
systems  the magnetism  can be  changed by doping  to  change  the magnetic  state, but  the 
doping  process  introduces  structural  impurities  into  materials,  bringing  into  question 
whether intrinsic effects are being studied or extrinsic impurity effects. The use of magnetic 
fields  offers  an  alternative  approach  to  tuning  magnetic  interactions  in  a  material.  An 
approach  in which  the  same  sample  and  hence  sample  quality  is  kept,  and  the  intrinsic 
magnetic  interactions  of materials  are  studied. Here we wish  to  briefly  outline  some  the 
phenomena  that  can  be  studied  by  inelastic  neutron  scattering  under  applied  fields  and 
what  CAMEA  will  offer  in  neutron  experimentation  to  these  studies  beyond  current 
capabilities. In the following two examples we take two different cases of quantum magnets 
to  discuss  first  detailed mapping  of  excitations  and  then  discuss  parametric  scanning  of 
excitation spectra. We are restricting our discussion in this section to what is achievable with 
CAMEA using the presently available cryomagnets. 
The  new  magnetic  states  that  are  found  by  tuning  the  magnetic  interactions  under  an 
applied magnetic  field often  contain many different excitation modes. Of  these often  the 
continuum excitation modes  from deconfined excitations that are of greatest  interest with 
the  purest  quantum  character.  Continuum  excitation modes  by  their  nature  cover  large 
areas of reciprocal space in wavevector and energy but are weak in intensity, requiring high 
intensity  instruments  to  study  them.  Therefore  studies  of  continuum  excitations  ideal 
require the flux of TAS but the mapping capabilities of a time of flight spectrometer, which 
CAMEA  offers  in  combination.  In  figure  4  we  highlight  the  state  of  art  in  theory  and 
capabilities of  the world  leading  cold TAS  IN14. Theoretical  calculations have dramatically 
advanced  with  computing  power,  so  that  calculations  of  excitation  spectra  surpass  the 
capabilities of experimental studies. Measurements on  IN14 were  restricted  in what could 
be determined to the magnetic state of the material and the observance of  fractional spin 
excitations,  but  the  results  could  not  test  the  theoretical  calculations.  The  capability  of 
neutron  instrumentation  needs  to  be  advanced  to  re‐establish  the  positive  feedback 
between  theory  and  experiments  to  advance  our  understanding  of  novel  quantum 
magnetism.  CAMEA  provides  this  advancement,  and  will  provide  for  inelastic  neutron 









































































































































































































































































































































































































































































































































































































































































































































































































































































governed  by  collective  behaviour  of  the  electrons  away  from  the  limiting  Fermi  liquid 
behaviour  of  simple  metals,  and  the  single  particle  exchange  interaction.  Collective 
correlations result  in novel phenomena such as charge order, orbital order, density waves, 






modes  in  strongly  correlated  systems  it  is  desirable  to  have  mono‐domain  samples, 
especially in the case of incommensurate magnetic structures. In certain materials the use of 
applied magnetic  fields or applied pressure  can  create mono‐domain  samples. The  classic 
example  is  using  a  magnetic  field  to  create  a  mono‐domain  magnetic  order  in  Cr;  this 
enables studies of the many possible excitation modes, and lead to the beautifully complex 
yet  incomplete  theoretical description of Cr[29]. A complete understanding Cr  still eludes, 
but remains a prominent question as the spin density wave state of Cr is often compared to 
the magnetic excitation spectrum of hole doped cuprate high temperature superconductors. 
Alternatively  temperature,  magnetic  field  or  pressure  can  be  used  in  as  a  perturbative 
interaction on strongly correlated electron systems. 
Strong  correlations  often  occur  in  materials  with  reduced  dimensionality,  in  which  the 
interactions  are  no  longer  three  dimensional.  In  materials  with  reduced  dimensionality, 
parametric studies need only to concentrate on the excitations  in the scattering plane with 
the dominant  interactions. As CAMEA  is optimized  to maximize  the  count  rates  from  the 
horizontal  plane,  CAMEA  is  ideally  suited  for  studies  of  excitation  spectra  in  a  specific 
scattering plane.    
 
3d)  Fundamental Understanding of  Functional  Strongly Correlated 
Electron Systems 
We  have  discussed ways  in which  CAMEA  is  suited  to  study  strongly  correlated  electron 
systems, with a  stress on understanding  interactions  in  these materials. Several classes of 
strongly correlated electrons systems are of interest due to their physical properties, such as 
colossal  magneto‐resistance,  multiferrocity,  thermoelectrics  and  thermomagnetoeltrics 
materials.  Colossal  magneto‐resistance  and  multiferrocity  provide  ways  in  which  to 
manipulate magnetic memory, whereas  thermoelectrics and  thermomagnetoeltrics can be 
used  in  energy  heat  cycles.  Inelastic  neutron  scattering  provides  a  way  to  study  the 
interactions  of  these  materials  to  understand  their  fundamental  behaviour,  providing 
feedback  into  creating  or  discovering  improved  materials.  CAMEA  permits  parametric 
mapping of the excitation spectra of these materials across their different phases, perform 
in‐situ studies of these materials, and the possibility to study the time cycle of processes by 







Conventional  superconductivity  can  be  understood  through  the  BCS  theory  of 
superconductivity,  where  phonon  excitations  mediate  an  attractive  interaction  between 
electrons  enabling  them  to  form  Cooper  pairs  that  can  flow  through  materials  without 
incurring an electrical resistance. Since the formulation of BSC theory there has been many 
discoveries of new classes of materials  that superconduct but cannot be explained by BSC 
theory.  These  new  classes  of  materials  include  heavy  fermions,  cuprates,  cobaltates, 
ruthenates,  pnictides,  and  chalgocinides.  In  these  materials  the  formation  of  electron 
Cooper pairs and a superconducting condensate is not explained by BSC phonon mediation. 
Inelastic neutron scattering has provided a critical tool for identifying the magnetic origin of 
these  new  classes  of  superconductivity,  discovering  phenomena  such  as  gapping  of  the 
magnetic excitation  spectrum, and  the occurrence of  resonant  spin excitations. While  the 
origin  and nature of  these  features  in  the magnetic excitation  spectrums  is unresolved,  a 
magnetic origin for the superconductivity is commonly held belief.  
Studies of unconventional  superconductors  typically  require  their excitation  spectra  to be 
studied at low energy transfers to study spin gaps, and resonance spin excitations, whereas 





of  the  limitations  of  present  day  inelastic  neutron  instrumentation  is  that  it  is  still 
undetermined whether or not, resonance spin excitations in superconductors shift in energy 
with increasing temperature, and this is twenty years after the discovery in cuprates [30].  
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Many  studies  of  biological  molecules  benefit  from  techniques  that  aid  in  orienting  the 
molecules.  It  has  already  been  known  for  decades  that molecules  exhibiting  anisotropic 










Magnetic  fields are especially useful  for orienting  fibrous  structures  such as  fibrin and  for 
filamentous  viruses  and  membranes.  This  magnetic  field  orientation  is  due  to  the 
diamagnetic  anisotropy  of  the  peptide  and  ester  bonds.  It  is  emphasized  that  structure 
determination  is not  the only goal of  studies using magnetic orientation. For membranes, 




The  change  in  diamagnetic  energy  depends  on  the  size  of  the  molecular  aggregate. 
Therefore the higher the magnetic field, the smaller the molecular entity that can be aligned 
at  room  temperature. A  larger  the maximum  available  field  increases  the possibilities  for 
alignment of  liquid crystals and macromolecules at room temperature. At present research 
at  steady  state  high  magnetic  fields  laboratories  such  as  that  of  Radbound  University 
Nijimegen  are  taking  advantage  of  the  use  of  high  magnetic  fields  for  studying  soft 









































































































































































































































































































































































































































































































































































































































































































medium  needs  to  be  determined.  To  accurately  determine  the  lattice  parameter  the 
chopper package needs  a 1% high  resolution  (Δλ/λ) mode,  a well  collimated beam  and  a 
neutron  diffraction  detector.  The well  collimated  beam  can  be  obtained  using  the WISH 
beam  definition  package  envisaged  for  CAMEA.  There  are  two  options  for  a  diffraction 





The  geoscience  community  do  not  presently  use  inelastic neutron  scattering  for  studying 
materials,  although  there  are  geoscientists  who  use  neutron  diffraction.  Any  inelastic 
neutron  scattering  experiments  in  geosciences  would  therefore  be  from  a  new  user 
community. The potential  for developing a geoscience user  community would  come  from 
geoscientists with a neutron diffraction, Raman scattering, or x‐ray scattering background, or 
from  the  experienced  inelastic  neutron  scattering  community  collaborating  with  the 
geoscience community.   For example, geoscience studies could be started  in collaboration 
with neutron  scatterers  that presently  study  the different phases of  types of water under 
extreme  pressures  [27,34].  The  potential  for  proof  of  principal  experiments  should  be 
investigated  with  state  of  the  art  neutron  instrumentation;  this  would  resolve  the 
capabilities of CAMEA for geosciences. 
One  synergy  of  research  with  the  geoscience  community  would  be  studying  the  in‐situ 
growth  of  samples  under  high  pressure  and  temperature. Geoscience  studies  under  high 
pressure map out in detailed phase diagrams of materials, these phase diagrams can then be 
utilized  by material  scientists  to  obtain  compounds  with  highly  desirable  structures,  for 









existing using neutron  scattering community  for CAMEA, and  that  this community already 
has a strong demand for performing neutron scattering in extreme environments. We have 
provided  a  brief  outline  of  how  CAMEA  advances  neutron  instrumentation,  with  the 
performance gains to be bench marked in neutron instrument simulations. Extreme sample 
environments presently available or  that  can be  readily achieved have been  identified  for 
use  with  CAMEA.  With  the  presently  availability  of  technology  we  have  outlined  the 
experimental  capabilities  of  CAMEA  beyond  present  neutron  instrumentation,  and  how 
these capabilities can be utilized for studying magnetism. We have also identified promising 
avenues  for  future  developments  in  neutronics  that  CAMEA  would  embrace.  There  is  a 
danger of  labelling CAMEA  as purely  an extreme environment  spectrometer but we have 
clearly  identified  other  areas  of  research where  CAMEA  has  an  advantage,  such  as  time 
resolved and in‐situ studies. CAMEA is an instrument for which there is a clear demand. The 
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